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Feature Performance Comparison:

 

Technical Specifications:

Typical Dimensions:
               All Pulsar Series        

Power Input Options Single Phase, 115 or 230VAC (50 or 60 hz) 
Analog Input/Output One of each, Range is 4-20mA 
Digital Inputs (Two) Powered (up to 24V) or Non-po     wered solid-state     contacts - User configurable 
Digital Outputs (Three) Non-powered solid-state contacts - User configurable 
Rated Ambient Temperature 0 - 40o C  
Steady State Accuracy  ±1% over a 3:1 speed turndown  

±2% over a 1000:1 speed turndown  

 

 

Feature  MPC Competition  DC Drive AC Drive Vector 

NEMA 4X Enclosure (minimum IP56) X  X X X 
Typical Turndown 1000:1 90:1 20:1 10:1 100:1 
CSA Approval and UL Approval pending X  Optional Optional Optional 
On Board Pump and Process System Diagnostics X X    
Simple Flow & Signal Calibration Routine X X    
Keypad with Liquid Crystal Display X X  X X 
Single Function Auto/Manual Switch X  X X X 
Motor ON/OFF Control at Pump X X    
Memory of Settings X X  X X 
Alarm Outputs X X  Optional Optional 
Uses a Motor Requiring No Maintenance  X X  X X 
Factory Calibration of Flow w/ Flow Indication at Pump X X    
Auto Re-Calibration of Flow if Manual Stroke Length 
Control Changes 

X     

CE Mark Standard X  Optional Optional Optional 
Modular for Field Convert from Pump Mount to Wall 
Mount Controls

X     

     
      

 

The MPC Handheld has remote capabilities of up to 1000 feet 
(304m) and can be mounted in safe and easily accessible 
environments.  The backlit display allows for easy reading and 
can be programmed for english or metric measurements.  
Flow is indicated in relation to the pump and manual 
calculations are no longer required. 

Typical Dimensions:
               OMNI       

X


